
KSD301 Series

KSD301-A-10A85-C-Barklite

KSD301- 001A- 0002

Base materiall : Barklite or Ceramic

KSD301 - xx -  A - xx A xx - xx - xx

Contact type:  C   /  O

Operation Temp. from 45 to 190

Request Current  10A / 16A ..

Terminal Orientation: A / U / T

                                   C -- Type C

Bracket type :  No mark -- Type 0

11. Operating Life:  100000 Cycles ( 10A / 250V)

10. Dielectric Strength: AC 1000V for 1 Min.

9.  Heat Durability: 220      Max

8.  Temp Tolerance : Operating Temp +- 3K    +-5K

7.  Differential : 10 - 30K (15K Standard)

6.  Operation Temp.: 50 - 175 

3.  Contact Resistane: 50       Max.

2.  Rate Current: 10A 15A  ( Made according to customer request)

1.  Rate Voltage : AC  125 / 250V  

Material: Stainess Steel

O -- Normally Open

C -- Normally Closed 

Contact status when temperature rise to Set point:
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Bracket: Loosen Bracket: Fixed

Type T Type U 
Type A 

6.35 * 0.8 

TERMINAL ORIENTATION:TERMINAL SIZE:
HOW TO ORDER:

ELECTRICAL:

55.  Withs tand Voltage: 1500V AC/1min , leakage current   

4.  Insulation Resistance:  500V DC 1min 100
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