Potentiometer KLY electronic

www.cnkls.com
16mm Rotary Potentiometers

KLS4-WH148 Series

Mechanical specifications:

Total rotation angle: 300°+5°

Rotation torque: 2 ~20mN.m (20 ~ 200gf.cm)

Shaft stop strength: 6Kgf.cm

Push pull strength: 60N

Rotary life: 10000 cycles

Click position: Center detent or 10,20,40, position clicks
Electrical specifications:

Total resistance: 5KQ ~ 2MQ
Resistance taper: A, B, C
Resistance tolerance: + 20%

Rotational noise: < 47 mV
Residual resistance: R 2 250KQ 0.1% max.of total resistance
250KQ> R>10KQ 20 Q max
10KQ =R 10 Q max
Tracking error: 0 ~-40dB 3 dB
Rated wattage: Curve B: 0.125W; Other than B: 0.063 W
Max, operating voltage: Curve B: 200 V; Other than B: 150 V
Dielectric: AC500V, 1 minute
Insulation resistance: More than 100MQ at DC500V
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ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B1 OB-L’B

Value: 103- 10000Q

Pos. NO.

16mm Rotary Potentiometers
Resistance change characteristics:
A=logarithmic

B=linear

C=exponential

Shaft Type: 18T. F

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. NO.

16mm Rotary Potentiometers

Shaft Type: 18T. F

LShaft length:L15, L20, L25, L30
Value: 103- 10000Q
Resistance change characteristics:
A=logarithmic

B=linear
C=exponential

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION

Product NO.: KLi?-WH148-1A-1 -18T-B1 OS-LE

16mm Rotary Potentiometers
Resistance change characteristics:

A=logarithmic

B=linear

C=exponential

Shaft Type: 18T. F

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. No.j —LShaftlength:U& L20, L25, L30
Value: 103- 10000Q
16mm Rotary Potentiometers

Resistance change characteristics:
A=logarithmic
Shaft Type: 18T. F

B=linear
C=exponential

All specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. No.j ‘—Shamength;u& L20. L25, L30
Value: 103- 10000Q

16mm Rotary Potentiometers

Resistance change characteristics:
A=logarithmic

Shaft Type: 18T. F B=linear

C=exponential

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information



Potentiometer

Kls glgctronic

www.cnkls.com

1

WH148-1B-4

11,5

6mm Rotary Potentiometers

L3035

217

115

— I
s,

\_M7%0.75

‘—-‘ PEE LAYOUT
\ . 2 78 __.30° FuLL cow
— - BEH = Et d
2
M7X0.75 2 T éa
N 1 3 T m ik Lo ‘3
— s o R
= i g s | s 6-012
CIRCUIT
5 L105 917
N A
JULL CoW. PCB LAYOUT
- 5,
n_ '
15 — + 1 [
o T
M7%0.79 2 ‘ Z
%0,
b4
&
1 2 ’4/
6012/ | 5 | 5
L#05
PEE LAYOUT
N A

tel

B O éa
e \3

7 6*9&2; _75 _Q_ ;_Q

115

CIRCUIT

ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. NO.

16mm Rotary Potentiometers

Shaft Type: 18T. F

LShaﬁlength:US‘ L20, L25, L30
Value: 103-10000Q

Resistance change characteristics:

A=logarithmic

B=linear
C=exponential

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION

Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. No.j LShaﬁlength:US‘ L20, L25, L30
Value: 103- 10000Q

16mm Rotary Potentiometers

Resistance change characteristics:
A=logarithmic

B=linear

C=exponential

Shaft Type: 18T. F

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION
Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. No.j LShaﬁlength:US‘ L20, L25, L30
Value: 103- 10000Q

16mm Rotary Potentiometer:

Resistance change characteristics:
A=logarithmic

B=linear

C=exponential

Shaft Type: 18T. F

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information
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ORDER INFORMATION
Product NO.: KLS4-WH148-1A-1-18T-B103-L15

Pos. No.j '—Shamength;u& L20. L25, L30

Value: 103-10000Q
16mm Rotary Potentiometers

Resistance change characteristics:
A=logarithmic

Shaft Type: 18T. F B=linear

C=exponential

All'specification & dimensions are subject to change,please call your nearest KLS sales represesntative for update information





