
ORDER INFORMATION 

 Product Certifications and Main Electrical Parameters

Dimension (Unit: mm)

KLS6- 05D - 180 K

Part Number

Chip Diameter

Allowable tolerance of varistor voltage: K ± 10%

Varistor Voltage

L-

L ± 15%

RoHS

 KLS ELECTRONIC CO.,LTD.



05D  Standard and High Energy Series

Standard
High

 Energy Standard High Energy(A) (A)

Standard
High

 Energy Standard High Energy(A) (A)

Working Temperature:- 40    ~+85 Storage Temperature:- 40      ~+1250C 0C 0C 0C

 KLS ELECTRONIC CO.,LTD.



07D  Standard and High Energy Series

Standard
High

 Energy Standard High Energy(A) (A)

Standard
High

 Energy Standard High Energy(A) (A)

 KLS ELECTRONIC CO.,LTD.



10D  Standard and High Energy Series

Standard
High

 Energy Standard High Energy(A) (A)

Standard
High

 Energy Standard High Energy(A) (A)

 KLS ELECTRONIC CO.,LTD.



14D  Standard and High Energy Series

Standard
High

 Energy Standard High Energy(A) (A)

Standard
High

 Energy Standard High Energy(A) (A)

 KLS ELECTRONIC CO.,LTD.



20D  Standard and High Energy Series

Standard
High

 Energy Standard High Energy(A) (A)

Standard
High

 Energy Standard High Energy(A) (A)

 KLS ELECTRONIC CO.,LTD.



 KLS ELECTRONIC CO.,LTD.



 KLS ELECTRONIC CO.,LTD.



 KLS ELECTRONIC CO.,LTD.
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