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Below is our main specification if different from catalog.

RoHS compliant
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SCHEMATIC RoHS compliant
DM1-01C-XXG-G
OPERATING FORCE
COM. Nocf NC 20, 25, 30, 35, 40
SPECIFICATION
Rating: 1A 125V AC/30mA 5V DC.
Contact resistance: =50mQ.(initial) ‘%S\\TRO/V/o
Insulation resistance: =100MQ at 500V DC.(initial) —
Withstand voltage: 500V AC for 1 minute.(initial) JAN. 07, 2008
Operating temperature: -25°C ~ +65°C. ~
Ambient humidity : <85% RH. Q%ISSUED&‘
Operating force: 30+15g. CERNG
Minimum load: 10mA 3.3V DC.(reference only)
Mechanical life: 500,000 Cycles.
Electrical life: 10,000 Cycles. V2.1 A
:o::er!ng :_empe‘lr?_ture: 2I50°C Max. for 3 sec. V2.0 & e 2008.01.07
oldering time: 1 time only.
Note: Unwashable, don't be immerged by epoxy and organic solvent. K\fi‘ sﬁn?& %_Titmﬁo'?' iﬁ?ﬁa
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PRODUCT Micro Switch MODEL NO. DM1-01C-30G-G
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